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 For constant run applications in daily use or units subjected to extremely 
heavy use, change oil monthly.  

 
Air Filter: 
 

- Check and clean air filter every month, making sure the filter is free from debris 
and functioning properly.   

- Replace filter element every 1500 hours or every year, whichever occurs first.  
 
Maintenance Intervals: 
 

- Check and record each maintenance task in the table below. 
 

 
 

 
Please Download, Read, And Review The Full Operations Manual For 
Your Compressor At: 
 
 
 
 
 
  
 
 
 

15 

 
 

Cleaning the air filter  
Maintenance intervals 
 
We recommend servicing and maintaining your compressor at the following intervals. The hours 
of operation refer to average working conditions. Other intervals may apply depending on these 
conditions. Please contact LAPLANTE in this event. 
 

 

 
Please record each maintenance task in the table on the last pages of these instructions! This may 
help LAPLANTE-Service to locate faults if any occur. 
 

Maintenance intervals dependent on usage 
either after or 

Maintenance work 
 

Operating hours weekly / monthly yearly 
Check oil level and 
top up, if necessary 

 weekly  

Check suction filter 
and clean, if necessary 

500 monthly  

Replace suction filter 
cartridge 

2000  X 

Check safety valve 2000  X 
Check cooler for 
soiling and clean, if 
necessary 

500 monthly  

Change oil * 1.000  every 1 years 
Check V-belt for 
damage and replace, if 
necessary 

2.000  X 
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