
Specification:

Features:

Standard Package:

■Power Range: 3~7.5HP/2~5.5Kw
■Maximum Pressure: 145Psi/10Bar
■Cylinders: 3
■Bore : 3.15”/80mm
■Stroke: 2.36”/60mm
■RPM: 500~1200

Flywhee Dia./Groove: ”/ /

■Cast Iron Crankcase
■Cast Iron Cylinder
■Cast Iron Cylinder Head
■Ductile Iron Crankshaft
■Aluminun Conn. Rod
■Bronze Bushings Wrist Pin
■Babbitt Bearings Crankshaft
■Ball Main Bearings
■Steel Breather and Brass Sight Glass
■Power Coated Steel Filter Silencer
■Filled with DAB150 Lubricant
■Synthetic Lubricant as Optional

■Single : 1 Pcs,Weight:121LB/55Kg
■Crate : 11 Pcs,Weight:1400LB/635Kg
■20’ Container : 264 Pcs
■40’ Container : 408 Pcs

■ l 16 407mm 1A
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Displacement Delivery@90psi (6 bar) Delivery@125psi (8.5 bar) Delivery@145psi (10 bar)

LPW8060 Performance (Power)
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Address : 1830 W. 15th Street Houston, TX 77008 

Telephone : (713) 635-6291 

Email : sales@lptexascompressor.com 

Website : www.LPTexasCompressor.com


